
Summary of changes to LSA Document #09-6 
 
1) 410 IAC 6-2.1-7.3:  added new definition for “full stomach vomit” 

 

2) 410 IAC 6-2.1-7.5:  put text into a table for easier interpretation 
 

3) 410 IAC 6-2.1-17:  added “restricted for use by residents, members, or registered 
guests”, “facilities associated with” and “, churches” to the definition of semi-public 
pool 

 

4) 410 IAC 6-2.1-17.5:  added new definition for “shallow areas” 
 

5) 410 IAC 6-2.1-19.3:  added new definition for “tourist” 
 

6) 410 IAC 6-2.1-19.5:  added “to a tourist” 
 

7) 410 IAC 6-2.1-20.5:  added new definition for “wading area” 
 

8) 410 IAC 6-2.1-25:  added new subsection (d) to require that “A copy of this rule 
shall be kept on site at the facility” 

 

9) 410 IAC 6-2.1-26(b)(2):  removed “configured” and added “constructed” 
 

10) 410 IAC 6-2.1-29(f):  added “hot” for the water temperature requirement 
 

11) 410 IAC 6-2.1-29(f)(2):  added “Bar soap shall not be permitted.” 
 

12) 410 IAC 6-2.1-30(n):  added “unless it can be shown that another level of total 
alkalinity produces chemically balanced water based on calculations approved by 
the department” 

 

13) 410 IAC 6-2.1-30(r): added “Use of oxidation reduction potential (ORP) controllers 
does not negate the manual daily testing requirement for disinfectant residuals.” 

 

14)  410 IAC 6-2.1-31(f):  removed “seven (7)” and added “four (4)” 
 



15) 410 IAC 6-2.1-34(a)(2):  added “A rescue tube is a permitted alternative to the ring 
buoy at locations where lifeguards are on duty during operational hours.” 

 

16) 410 IAC 6-2.1-34(d):  added “or 2009”  
 

17) 410 IAC 6-2.1-34(e):  added “the facility location and” 
 

18) 410 IAC 6-2.1-35(f):  added “, including instruction of a class or coaching,” 
 

19) 410 IAC 6-2.1-35(h)(1):  added “at pool areas with a depth of five (5) feet or 
greater” 

 

20) 410 IAC 6-2.1-40:  added “(a)” to create subsection and added new subsection 
“(b)” “Only drinks in unbreakable containers shall be permitted on the pool deck.” 

 

21) 410 IAC 6-2.1-42.1(b)(11):  added “and logged” 
 

22) 410 IAC 6-2.1-42.1(b)(16):  removed “seven (7)” and added “four (4)” 
 

23) 410 IAC 6-2.1-42.1(b)(20):  added “or 2009” and “The first aid kit shall be kept filled 
and ready for use whenever the pool is open for use.” 

 

24) 410 IAC 6-2.1-43(2):  added “, or failure to meet the requirements of section 32(e)” 
 

25) 410 IAC 6-2.1-43(7):  removed “Failure to meet the pH requirement of section 
30(m) or 42.1(b)(5) of this rule” and added “pH values less than 6.8 or equal to or 
greater than 8.0” 

 

26) 410 IAC 6-2.1-44(b)(5):  removed an extra “0” 
 

27) 410 IAC 6-2.1-47:  add new subsection (6) Standard Z308.1-2009, “’Minimum 
requirements for Workplace First Aid Kits’, published by the American National 
Standards Institute.  Two (2) copies of these standards are available for reference 
at the department.  Copies may be obtained from the International Safety 
Equipment Association, 1901 North Moore Street, Suite 808, Arlington, VA 22209.” 

 


